
•	 VariColour filter blocked warning system

•	 Highest grade HEPA and carbon technology

•	 Automatic electronic flow control - maintains 
a constant extraction rate even as the filter 
blocks

•	 Quiet in operation

•	 Simple to install and easy to relocate

FUMECUBE PRO
Fume Extraction

Voltage 230v 100v-230
Single arm part 
number 2017654 2017655

Dual arm part 
number 2017656 2017657

Wattage 0.14kW 0.21kW
Frequency 50Hz/60Hz 50Hz/60Hz
Cabinet Height 680mm 680mm
Cabinet Width 350mm 350mm
Cabinet Depth 335mm 335mm
Cabinet Weight 25kg 25kg
Sound Level <60dBa <60dBa

Airflow 170 m3/h 190-220 
m3/h

SPECIFICATIONS

INCLUDED AS STANDARD...
FILTERS

CONNECTION KIT
Included in each connection kit:

•	 1 x 50mm x 2m flexible hose

•	 2 x connecting cuffs

•	 1 x clamped bench bracket
•	 1 x 38mm stainless 

steel flexible arm

•	 1 x 38mm pen nib

•	 1 x 95mm conical 
cowl

Main Filter
Code Description
113831 HEPA/Chemical

Pre-Filter
Code Description
111197 (single) F8/F9 Labyrinth
111195 (dual) F8/F9 Labyrinth
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